
Degreasing Cloth
Characteristics
 
Non woven cloth mad from 50% wood pulp and 50% polyester.
An extremely tough wiper suitable for all cleaning processes in the paint shop. Can be used with all modern 
water-based and conventional solvent degreasers and silicone removers. 
Can also be used for computer cleaning, printing industry, high-tec, chemical industry, aeronautic industry, food 
industry. 

Tech Tip
 
6160 meets the highest requirements. Depending on the quality chosen Wiptextra is the
best solution for all cleaning.
- Strong and soft
- Virtually lint-free
- Fluff resistant
- Non-scratch
- Silicone-free
- Economical in use
- Long lasting
- Large absorbent power

Technical Data
 
Weight (ISO 9073-1) 78 gr/m²

Thickness (EN 29073 part 2) 0,45 mm ± 0,05

Density (EN 29073 part 2) 0,165 g/cm3 ± 0,005

Air Permeability (EN ISO 9237) 450 l/m²/s ± 50

Tensile Strength MD (EN  29073 part 3) 130 N ± 10

Tensile Strength CD (EN  29073 part 3) 50 N ± 5

Strain MD (EN  29073 part 3) 40 % ± 2

Strain CD (EN  29073 part 3) 105 % ± 10

Bursting Strength (EN ISO 13938-1) 110 Kpa ± 10

This data sheet is for information purpose only. To our knowledge the data provided complies with 
the latest standard and is based on years of experience in the manufacturing of our products. 


